
ARPJ-LA481050 (50W, 1050mA) 
ARPJ-LA80700 (56W, 700mA)

Application

Specification

MODEL ARPJ-LA48700 ARPJ-LA80350
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DCVOLTAGE 48V 80V

DCVOLTAGERANGE 9-48V 30-80V

CURRENTRANGE 700mA±3% 350mA±3%

RATEDPOWER 34W 28W

RIPPLE&NOISE(max.) 200mVp-p 300mVp-p

VOLTAGETOLERANCE ±3.0%

LINEREGULATION ±1.0%

LOADREGULATION ±2.0%

SETUP,RISETIME 500ms,250ms/230VAC500ms,250ms/115acatfullload

HOLDUPTIME(Typ.) 50ms/200VAC24ms/100VACatfullload
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VOLTAGERANGE 100-240VAC

FREQUENCYRANGE 47~63Hz

EFFICIENCY(Typ.) 84%fullload 85%fullload

ACCURRENT(atfullload) 0.7A/115VAC0.35A/240VAC 0.6A/115VAC0.3A/240VAC

INRUSHCURRENT(max.) COLDSTAT70A/230VAC

LEAKAGECURRENT 0.25mA/240VAC

P
R

O

E
C


IO

N

OVERCURRENT
Above105%ratedoutputpower.

Protectiontype:Hiccupmode,recoversautomaticallyafterfaultconditionisremoved.

OVERTEMPERATURE
Tj140°Ctypically(U1)DetectonmaincontrolIC

Protectiontype:Hiccupmode,recoversautomaticallyaftertemperaturegoesdown
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 WORKINGTEMP. -10°C~50°C

WORKINGHUMIDITY 20°C~90%RHnon-condensing

STORAGETEMP.,HUMIDITY -40°C~80°C,10°C~95%RH

TEMP.COEFFICIENT ±0.03%/°C(0°C~50°C)

VIBRATION 10~500Hz,2G10min./1cycle,periodfor60min.eachalongX,Y,Zaxes
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SAFETYSTANDARDS
DesignrefertoUL1310Class2,TUVEN60950-1,EN61347-2-13,CAN/CSAC22.2No.

ISOLATIONRESISTANCE I/P-O/P:>100MOhms/500VDC/25°C70%RH

EMICONDUCTION&RADIATION CompliancetoEN55022(CISPR22)ClassB

HARMONICCURRENT CompliancetoEN61000-3-2,-3

EMSIMMUNITY
CompliancetoEN61000-4-2,3,4,5,6,8,11;ENV50204,EN55024,lightindustrylevel,
criteriaA

DIMENSION 148*32*26mm(L*W*H)

• Constant current mode power supply
• Universal AC input / Full range
• Protections: Short circuit / Over current
• Small and compact size
• UL1310 Class 2 power unit, pass LPS
• 100% full load burn-in test
• Suitablefor LED lighting and moving sign applications
• 2 yearswarranty

223-M91, meet IP65

WITHSTAND VOLTAGE I/P-O/P:3KVAC



Mechanical Specification

Block Diagram


